
Things to Remember about Making Dichroic Beads 
1. Always heat dichroic strip on the glass side, not the crystal side. You need to avoid excessive burning and 

distortion of the dichroic crystals.

2. For best color results place the dichroic crystal side of glass strip DOWN on core of bead.  This is not an 
absolute, but it produces a lovely magnifying quality to the dichroic crystals.

3. Pinch and feather (with tweezers) the beginning and ending edge of a dichroic strip wrap to avoid straight lines 
in the dichroic crystals that often look like cracks, but are not.

4. Pinch the sides of the dichroic strip down with tweezers as you go around the bead to keep the dichroic crystal 
from flowing up into the flame and burning, thus producing the dreaded scum.

5. When you get the strip of dichroic glass completely around the bead, overlap the dichroic strip where you 
started.  Stretch and melt the strip off, then feather and pinch the ends down.

6. Marver the bead with a graphite paddle until all dents and irregularities are smoothed out. This step is VERY 
important if you are applying more than one layer of dichroic glass.  Any dents or pits in the surface below 
successive layers of glass will cause bubbles.  These bubbles expand with heat and they will pop, leaving a ring 
of dichroic scum on the surface of the bead.

7. If you are using many layers of dichroic or many layers that include ripple glass, it is handy to remove some of 
the clear carrier glass from the bead.  This technique works for removing scum spots from the bead also.  Heat 
just the spot on the bead you want to remove, then take your 8 inch tweezer and pinch up the clear glass or the 
scum spot you are trying to remove.   Let the bead cool for a few seconds (this is important, because it keeps you 
from moving the dichroic layer underneath) then heat just the tip of the glass you have pinched up and pull it 
off.  If you keep the body of the bead cool under the pinched place, you will not pull all your dichroic off with 
the pinch.  This technique allows you to introduce many dichroic colors without making your bead too big or 
watery looking.

8. It is important to put dichroic beads directly into an annealing kiln because they fracture more often than non 
dichroic beads placed in vermiculite.  The appropriate annealing temperature for dichroic glass beads of either 
COE 90 (Bullseye) or COE 104 (Effetre/Moretti) is 945 degrees Fahrenheit.

 



WHAT IS DICHROIC GLASS? 

“Dichroic Glass” is somewhat of a misnomer since the dielectric coating that produces all the interesting colors on a piece of glass is 
not glass at all, but a group of very thin layers of metal oxides.  This stack of thin layers has a total thickness of 3 to 5 millionths of an 
inch.  The stack of materials produces an “interference filter” which creates the varied and unique color characteristics that we see.  
Since the total thickness is so minute, the filter has very little mechanical integrity of its own and must be supported on a mechanically 
stable substrate.  Glass is the ideal candidate for this substrate.  It is transparent, has adequate rigidity, is stable, withstands relatively 
high temperatures, and is not affected by moisture, solvents or most acids.  The materials producing the filter are actually more 
chemically stable than most glasses used as the substrate.  The filter is generally as durable as the substrate it is on.  Thus, what we 
commonly call Dichroic Glass is actually a dielectric interference filter attached to the surface of a piece of glass. 

CHARACTERISTICS OF DICHROIC GLASS 

To start to unravel the many application possibilities of Dichroic Glass the artist needs a fundamental knowledge of its characteristics.  
The first element that needs to be understood is that the filter materials are all clear and have no color inherent in the materials.  
Secondly, there is effectively no absorption of visual light by the materials.  There are no dyes, paints or gels.  And thirdly, there is a 
fundamental relationship that all of the light energy is either transmitted or reflected. 

The interference filter produces the colors that we see by acting as a selective color mirror.  The color that is reflected in this mirror is 
produced by the optical design of the filter.  The balance of the light that is not reflected by the selective color mirror is transmitted.  
All of the light energy that hits the surface of the filter must be accounted for in the reflected and the transmitted light since none of 
the energy is absorbed.  This is in contrast to a typical piece of colored glass where the light energy hitting the surface enters the glass 
and part of the color spectrum is absorbed.  The only light energy emitting from the glass is the part of the color spectrum that is not 
absorbed. 

The colors available from the typical designs used by most manufacturers are actually a pair of rainbows—one in transmission and a 
different one in reflection.  The only difference in the filter when producing the possible colors is the thickness of the layers making 
up the filter. 

The interference filter has the unique characteristic of shifting its color as you change the angle of view.  As you rotate the filter from 
viewing directly through the filter the apparent color changes as if the layer thickness of the stack is getting thinner.  The intermediate 
colors will shift down the rainbow.  The colors of a true, natural rainbow produced in our atmosphere are usually considered to be in 
the sequence of violet-blue-green-yellow-orange-red.  In the typical simple single stack Dichroic Glass design used by most 
manufacturers, the reflective rainbow is similar to the natural rainbow.  The transmitted rainbow is, however, in the sequence of 
yellow-magenta-blue-cyan.  Since there is no green or red available in the transmitted rainbow a second more complex two stack 
design is often used that provides a transmitted rainbow similar to a natural rainbow.  This allows the production of a sheet of Dichroic 
glass that transmits green or red. 

The equipment used by the manufacture has the capability of centering the color of single sheet of glass at any point in the available 
rainbow.  There are technical problems associated with maintaining a single color and the best efforts will vary with each 
manufacturer. 

In the industry today there are differences in the manner of describing a given piece of Dichroic glass.  One manufacturer may call the 
color of the glass the reflected color and another may call the color the transmitted color.  Some have even gone to the extent of trying 
to introduce a third color produced when the glass is viewed at an angle.  Unfortunately, there is not a standardization and all names 
are technically correct, but often times confusing.  This coupled with the problem of all the possible variations of the artists’ 
perception of a given color produces a climate for confusion and misunderstanding.  The artist must be familiar with the color 
relationships so that the obvious possibilities of confusion are minimized.  The best approach for communication between the artist 
and the Dichroic glass supplier while using a set of color samples.  Such a session should put the artist in a position of ordering and 
then receiving colors that will enhance the creative process. 

For the artist actively using Dichroic glass, a second possibility to eliminate confusion is to submit samples of the colors that are 
desired in a given application.  All manufacturers should be able to approximate a desired color from a sample.  The artist must realize 
this will only produce approximate results based on the manufacturers equipment and controls.  Each manufacturer will have different 
degrees of expertise in controlling his processes and ultimately the colors. 

Dichroic Glass gives the artist another medium for self expression.  The applications are expanding daily and are limited only by the 
imagination and ingenuity of the artist. 
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